
Product fiche
Delegated Regulation (EU) 65/2014

Supplier name or trademark Siemens

Model identifier LC85KDK60

Annual Energy Consumption 43,8 kWh/annum

Energy Efficiency Class A

Fluid Dynamic Efficiency 30,0

Fluid Dynamic Efficiency class A

Lighting Efficiency 76,1 Lux/W

Lighting Efficiency class A

Grease Filtering Efficiency 55,0 %

Grease Filtering Efficiency class E

Air flow (min speed normal use) 220 m³/h

Air flow (max speed normal use) 430 m³/h

Air flow (intensive or boost use) 550 m³/h

Airborne acoustical A-weighted sound power emissions
(min speed normal use)

46 dB

Airborne acoustical A-weighted sound power emissions
(max speed normal use)

60 dB

Airborne acoustical A-weighted sound power emissions
(intensive or boost use)

65 dB

Power consumption in standby mode (W) 0,49 W

Model placed on the Union market from 01/09/2023

EPREL registration number: 1565248 https://eprel.ec.europa.eu/qr/1565248

Supplier: BSH Hausgeräte GmbH (Manufacturer) Website: www.bsh-group.com

Customer care service:

Name: Siemens Infoline Website:

Email: siemens-info-line@bshg.com Phone: +49 894590-07

Address:
Carl-Wery-Strasse 34
81739 München
 Germany
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